Recommended FlexFactory Product

AnyFeeder

Feeding bulk parts for alignment and assembly

* Flip, forward, and backward for easy pickup by robot in combination with vision

* Pickup after flipping parts to identify front or rear

* Easy configuration of AnyFeeder, vision, and robots using wizards in ACE software
* Flexible feeding of various parts registered in Recipe Manager in ACE software

¢ Available with all models of SCARA, articulated, and parallel robots
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Product Name SXM-100 SXM-140
FlexFactory model 900-001-161 900-001-162
Omron base model 09725-500 * 18819-500 *
Alternative models with IR 09725-501 * 18819-501 *
integrated backlight Red 09725-502 * 18819-502 *
Field of Vision 100 x 134 mm 140 x 193 mm
Material Metal, Plastic, Glass (Stable) Metal, Plastic, Glass (Stable)
. Main dimensions <30 mm <45 mm
Suitable for Parts Thickness >0.15 mm >0.15mm
Weight <15¢ <25¢
Maximum Weight in Field of Vision 500 g 500 g
Electrical 1 1
Connections Pneumatic - -
Serial 1 1
Weight 18 kg 22 kg
Power Requirements 24VDC 10 A 24 VDC 10 A
Typical Power Usage 100 W (usage dependent) 100 W (usage dependent)
Air Requirements - -
Drivers 2 brushless servomotors 130 W 2 brushless servomotors 130 W
Data interface RS232 (D-SUB 9 connector) RS232 (D-SUB 9 connector)
Environmental Temperature 5-45°C 5-45°C
Requirements Humidity 5 - 90% (non-condensing) 5 - 90% (non-condensing)

Materials of construction: Main unit, Bulk Container,

Feeder platform and surface border

Stainless Steel 1.4301 (304)

Stainless Steel 1.4301 (304)

Product Name SX-240 SX-340

FlexFactory model 900-001-164 900-001-165
Omron base model 12480-500 * 14269-500 *
Alternative models with IR 12480-501 * 14269-501 *
integrated backlight Red 12480-502 * 14269-502 *
Field of Vision 240 x 320 mm 340 x 453 mm

Material Metal, Plastic, Glass (Stable) Metal, Plastic, Glass (Stable)
Suitable for Parts Ma_in dimensions <75 mm <110 mm

Thickness > 0.5mm > 0.5 mm

Weight <60g <80g
Maximum Weight in Field of Vision 1500 g 1500 g

Electrical 1 1
Connections Pneumatic 1 1

Serial 1 1
Weight 50 kg/ 110 1b 55kg/1211b
Power Requirements 24VDC 10 A 24 VDC 10 A
Typical Power Usage 100 W (usage dependent) 100 W (usage dependent)
Air Requirements 6 bar/ 87 psihg?urgﬁgea?:gd air, filtered, 6 bar /87 psihcr:]?urgﬁge;:gd air, filtered,
Drivers 2 brushless servomotors 130 W 2 brushless servomotors 130 W
Data interface RS232 (D-SUB 9 connector) RS232 (D-SUB 9 connector)
Environmental Temperature 5-45°C 5-45°C
Requirements Humidity 5 - 90% (non-condensing) 5 - 90% (non-condensing)

Materials of construction: Main unit, Bulk Container,

Feeder platform and surface border

Stainless Steel 1.4301 (304)

Stainless Steel 1.4301 (304)

* Power Cable, AnyFeeder, 5m and RS232 Cable, AnyFeeder, 4.5m are provided with the AnyFeeder.
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Dimensions (Unit: mm)
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Options
Type Name/Specifications FlexFactory model Omron model

Backlight - IR 875 nm, SXM100 900-000-072 09725-202

Backlight - Red 630 nm, SXM100 900-000-367 09725-201

Backlight - IR 875 nm, SXM140 900-000-215 14630-000

Backlight Backlight - Red 630 nm, SXM140 900-000-346 14630-001
Backlight - IR 875 nm, SX240 900-000-158 05284-208

Backlight - Red 630 nm, SX240 900-000-238 05284-206

Backlight - IR 875 nm, SX340 900-000-235 14269-001

Backlight - Red 630 nm, SX340 900-000-373 14269-002

Surface, POM-C, Flat, Light Brown, ESD, SXM100 007-001-679 09725-104

Surface, POM-C, Flat, Black, SXM100 (Not available with backlight) 003-562-000 09725-102

Surface, POM-C, Flat, Black, ESD, SXM100 (Not available with backlight) 007-001-357 09725-103

Surface, POM-C, Flat, White, SXM100 002-290-000 09725-101

Surface, POM-C, Flat, Light Brown, ESD, SXM140 007-001-012 09725-303

Surface, POM-C, Flat, Black, SXM140 (Not available with backlight) 004-931-000 09725-302

Surface, POM-C, Flat, White, SXM140 003-965-100 09725-301

Surface, PVC, Flat, Light Gray, SXM140 (Not available with backlight) 007-001-359 09725-304

Surface Surface, POM-C Flat, Light Brown, ESD, SX240 007-001-046 05284-103
Surface, POM-C, Flat, Black, SX240 (Not available with backlight) 001-821-000 05284-102

Surface, POM-C, Flat, Black, ESD, SX240 (Not available with backlight) 007-001-794 05284-104

Surface, POM-C, Flat, White, SX240 001-820-000 05284-101

Surface, PVC, Flat, Gray, SX240 (Not available with backlight) 005-434-000 05284-105

Surface, POM-C Flat, Light Brown, ESD, SX340 007-001-791 14269-005

Surface, POM-C, Flat, Black, SX340 (Not available with backlight) 005-386-000 14269-004

Surface, PVC, Flat, Light Gray, SX340 (Not available with backlight) 007-001-295 14269-006

Surface, POM-C, Flat, White, SX340 004-439-000 14269-003

Others ESD Option, SX240 900-000-241 05284-204
Filter, Daylight, M27 x 5 - 09324-000
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OMRON

OMRON AUTOMATION AMERICAS HEADQUARTERS - Chicago, IL USA « 847.843.7900 « 800.556.6766 « www.omron247.com

OMRON CANADA, INC. - HEAD OFFICE
Toronto, ON, Canada + 416.286.6465 « 866.986.6766 - www.omron247.com

OMRON ELECTRONICS DE MEXICO - HEAD OFFICE
México DF - 52.55.59.01.43.00 - 01-800-226-6766 - mela@omron.com

OMRON ELECTRONICS DE MEXICO « SALES OFFICE
Apodaca, N.L.+52.81.11.56.99.20 - 01-800-226-6766 « mela@omron.com

OMRON ELETRONICA DO BRASIL LTDA « HEAD OFFICE
Sao Paulo, SP, Brasil » 55.11.2101.6300 « www.omron.com.br

OMRON ARGENTINA - SALES OFFICE
Cono Sur - 54.11.4783.5300

OMRON CHILE - SALES OFFICE
Santiago « 56.9.9917.3920

OTHER OMRON LATIN AMERICA SALES
54.11.4783.5300

OMRON EUROPE B.V. « Wegalaan 67-69, NL-2132 JD, Hoofddorp, The Netherlands. « +31 (0) 23 568 13 00 « www.industrial.omron.eu

Authorized Distributor:

R2341-E3-02 Note: Specifications are subject to change.

Controllers & 1/0
« Machine Automation Controllers (MAC) « Motion Controllers
« Programmable Logic Controllers (PLC) - Temperature Controllers - Remote I/O

Robotics
« Industrial Robots - Mobile Robots

Operator Interfaces
« Human Machine Interface (HMI)

Motion & Drives
» Machine Automation Controllers (MAC) « Motion Controllers « Servo Systems
« Frequency Inverters

Vision, Measurement & Identification
- Vision Sensors & Systems « Measurement Sensors « Auto Identification Systems

Sensing
+ Photoelectric Sensors « Fiber-Optic Sensors « Proximity Sensors
« Rotary Encoders « Ultrasonic Sensors

Safety

« Safety Light Curtains « Safety Laser Scanners - Programmable Safety Systems
- Safety Mats and Edges - Safety Door Switches « Emergency Stop Devices

- Safety Switches & Operator Controls - Safety Monitoring/Force-guided Relays

Control Components
+ Power Supplies « Timers « Counters « Programmable Relays
- Digital Panel Meters « Monitoring Products

Switches & Relays
« Limit Switches « Pushbutton Switches « Electromechanical Relays
- Solid State Relays

Software
« Programming & Configuration « Runtime

© 2018 Omron. All Rights Reserved. Printed in U.S.A.

Printed on recycled paper. @
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